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Rotary claw vacuum pump for semi-automatic and 
automatic installations suitable for vacuum bell, 
vacuum crimping head and vacuum wheels.
- Incl. separator and fittings
Options:
- Ex-proof execution II2(i)/2(o)G IIB3 T3(i)/T4(o)
- For oxygen handling



D.H. INDUSTRIES LIMITED

©
 D

H
 Industries Lim

ited registered in E
ngland &

 W
ales, com

pany num
ber 01485632

S
can Q

R
 code to dow

nload P
D

F copy of this docum
ent

Illustrations are for inform
ation purposes only

Technical Data
2301

Type application/
execution

Designation Frequency/Tension Motor/
Power

Displacement Pressure

2301/100
P14058

Standard MM 1104 B 
VA3 TNHX

2,2KW; 3x190-208/380-
415V; 50 Hz; 1500UpM; 
IE2
2,4KW; 3x220-230/440-
460; 60 Hz; 1800UpM; IE2
2,4KW; 2x200/400V; 60 
Hz; 1800UpM; without IE2

62 m³/h

75 m³/h

75 m³/h

60 hPa (mbar)

2301/150
P 14058/50

Atex MM 1104 B 
VEC ZZHX

2.2 kW; 3x384-415 / 440-
480 V; 50/60 Hz

62 m³/h 200 hPa (mbar)

2301/160
P 14058/03

Oxygen 2,2KW; 3x190-208/380-
415V; 50 Hz; 1500UpM; 
IE2
2,4KW; 3x220-230/440-
460; 60 Hz; 1800UpM; IE2
2,4KW; 2x200/400V; 60 
Hz; 1800UpM; without IE2

62 m³/h

75 m³/h

75 m³/h

60 hPa (mbar)

Standard: Non-flammable, non-explosive vapours / non-hazardous areas
Atex:  Flammable, explosive vapours, / hazardous area Ex zone 1 or 2 (Atex)

Dimension and weight: A = ~1000 mm / ~200 kg


